i 575 MOUNTAIN AVENUE. HURRAY HILL, NEW JERSEY 07974
B.EPHONE: &1-4‘44100

e

Adrco’ proposes to install the oxy-fuel tip mix burner in the furnace S
approximately 8 inches below the:flue and above the charge. It appears’ 'ﬁ{“
that at this location ‘the burner wfll fire above the charge into an area’ .-
.where smoka is: beiug generated. By firing directly into this area the

urner ehould congume the 8moke before it enters into the flue. The oxy=

;.Several firing ratea "ill be investis&ted to determine the best results. - .
g;pect that the firing rate will be approximately 1.5 um/hr. firing

: + mately 3300 SCFH. N

«Airco uses “this commercial application at a large aluminum plant on the
“west coast. ' This customer charges oily aluminum chips in his furnace.
The o1l content is 40%. The B.P.A. had stated that the furnaces had to
* be 'shut’ down unless corrective action was immediately taken. Once the
Airco burners were installed and fired corxectly the E.P.A. gave this

: customer an {mmediate release.

ivayou have any further questions please do not hesitate to call.

Sincerely,
AIRCO INDUSTRIAL GASES

n"”'f'f‘ .Bandy Abexnathy
S , Project Engineer
ADIVISlON OF AIRCO, INC,

... ARICOOS8

4

about "2 = 3 minutes per charge. "The "oxXygeti " flow rates will be approxi=-- USSR,
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